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Notes

1. All works to be in accordance with Whangarei District

Council standards.

2. Contractor is to avoid using GPS for set out of the kerb

levels where gradients less than 1%.

3. It is the contractors responsibility to locate all services

that may be affected by his operations.

4. The contractor shall comply with all relevant Health and

Safety requirements.

5. The contractor shall obtain all necessary approval from

utility operators before commencing work under or near

their services.

6. Final pavement design subject to CBR/Beam tests on

subgrade material.

7. Setout schedule with co-ordinates of chainage points

along road centreline to be supplied to the contractor

prior to construction.

8. Refer to long section for finished centreline levels. Refer

to typical cross sections to obtain levels for other

locations

9. All ducts shall have locations marked on kerb lines in

accordance with specification.

10. Pram crossings are to be flush to the channel with no lip.

11. All kerb and channel to have sawcuts at max. 4m centres.

12. All kerbing, channels and edge beams shall have 4kg black

oxide.

13. All signage and pavement markings to be in accordance with

NZTA MOTSAM standards and the WDC standards.

14. All street name signs shall follow WDC guidelines in terms of

layout, clearances, and construction details.

15. All line markings to be reflectorised in accordance with

MOTSAM standards.

16. The minimum vertical and lateral clearances for signage shall

be in accordance with MOTSAM standards.

17. Street lighting shall be designed in accordance with all

applicable New Zealand Standards including but not restricted

to the current version of AS/NZS 1158 Lighting for Roads and

Public Spaces series of standards.

18. All new, modified or upgraded pram crossings must be in

accordance with RTS 14 Guidelines for Facilities for Blind and

Vision-impaired Pedestrians and NZS/AS 1428.4 and must

comply with the details provided in WDC Environmental

Engineering Standards.
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TYPICAL RAISED PEDESTRIAN CROSSING DETAIL
SCALE 1:50 @ A3

RAMP

STANDARD KERB AND CHANNEL

250mm THICK OF 25MPa CONCRETE WITH TWO LAYER OF MESH 665

665 MESH

CROSS SECTION 1: RAISED PEDESTRIAN CROSSING
 SCALE 1:20 @ A3

Notes

1. Detail design will be provided at building consent stage
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